BACKFILL WITH EXCAVATED MATERIAL (IF SUITABLE)
FREE FROM LARGE ROCKS WITHIN 24" VALVE BOX (FOR
VALVE BOXES WITHIN ROADWAYS, DRIVES, ETC. SEE
RELEVANT DETAIL FOR FILL REQUIREMENTS)

HEAVY DUTY DROP—IN COVER WITH PICK HOLES.
COVER TO HAVE THE WORD "WATER” CLEARLY
CAST INTO TOP

e SECTION AND 48" BELLED BOTTOM SECTION (IN
FINISH AREAS OF DEEPER PIPE BURIAL A LONGER
GRADE BOTTOM SECTION MAY BE REQUIRED)

—1” MINUS CRUSHED STONE VALVE BEDDING
MATERIAL TO EXTEND 18" ABOVE PIPE
WITHIN 24" EITHER END OF VALVE
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/—TWO PIECE 5" VALVE BOX, 36" FLANGED TOP
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\—FOR PIPE BEDDING INFORMATION
SEE "WATER MAIN TRENCH DETAIL”

WATER MAIN VALVE AND DESIGNED BY: JPH

DRAWN BY: JPH
VALVE BOX DETAIL CHECKED By Fo
(NOT TO SCALE)
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